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SP-EA1008

SP-EA1008 is an elastomer-modified solid epoxy functional adduct.  It is formed by reacting Bisphenol 

A solid epoxy (a combination of Type 7 and Type 9) with a carboxyl-terminated butadiene-acrylonitrile 

elastomer (CTBN).  The CTBN elastomer has an acrylonitrile content of approximately 25%.  The 

elastomer content is 30% by weight in the final product.

SP-EA1008 is used to improve fracture toughness, impact resistance, and strain to failure in heat-

activated epoxy formulations.  The use of SP-EA1008 can also help to improve adhesion to some 

substrates.

4,000 - 6,000 g/eq.Epoxy Equivalent Weight:

AmberColor:

Shelf Life: 3 Years

1.10 g/ccSpecific Gravity:

GranulesSpecific Physical Form:

Typical Properties:
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Melt Flow Rate at 302oF (150oC) and 2.16 kg 2 - 3 g/10 min.
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The information provided above is believed to be accurate and represents the best information available at the time.  Persons using the 

information must make their own determinations and assessments as to the suitability of the relevant information for their purposes.  

Springfield Industries assumes no liability arising out of the use of or reliance on this information, or out of the use or the performance of 

the product.

Disclaimer:

http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/
http://www.springfieldind.com/

